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Refine results for storing address & register & (initialization OR startup): 

Distros: debian, redhat, suse and ubuntu. kemei.org: Linux kerne! code repository. Mi 

Linux Man Pages Silicon Graphics Documentation Ur 

BSD operating systems freshmeat: catalog of UNIX appiications. Oj 
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hw-disk-ide 

initialization. All parameters must be set for the selected simulated drive (N=0 ... The "data 
port" register lives at address 0 in the command-block-bus. ... 

soufces.redhat.com sid/cornponent-docs/hw-disk-ide.htm! - 13k - Cached 

Kernel initialization 

First what is done is the register EFLAGS is set to a predefined value of ... out what CPU it is 
running on, storing the value found in a variable _cpu . ... 
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Bus Address Spaces (Writing Device Drivers) - ..Sun Microsystems 
Configuration space is used primarily during device initialization. It determines the location 
and size of register sets and memory buffers located on the ... 

docs s * >J2-5900/6i9kj7oop?a=view - 28k - Cached 



Mozilla/Ne tscape Address Book "HotSync" 

Since Mork is in-memory database, reading the data and storing it in memory ... wrapper 
around it so that module registration is automatic during startup. ... 

V .:AB___Paim._ HotSync.htm! - 48k - Cached 

J CS-. Remote. Auxiliary 

Registry used to register and provide the # IRemoteCacheService service. ... If we startup 
another remote server listening to port 1 103, (ServerB) then we ... 

jakaria. apache. org/ies/RenieieAuxCoche.htrrii - 17k - Ceched 

Summary of changes from v2.6.4 to v2.6.5 ... 

fixed the wrong register initialization on ALC655/658 new USB device on port 2, 

assigned address 8 > Initializing USB Mass Storage driver. ... 

v v ^ 358k Cac ma 

Using the GNU Compiler Collection (GCC) 

Because always storing floating-point arguments on the stack is inefficient and rarely 
needed, .... Do not use register r13 to address small data however. ... 

. nd- PowerPC 

Cached 



2 installation and Startup Pro 

During MIS initialization, the following kinds of errors occur:. Storing ping_up condition 
failed! Adding ping_up condition failed! ... 

doc8.8Lin.com/app/docs/doc/80>--53e?/6iGiT:i48ed?a::vi8w - 25k - Cached 



C ompiling Java for Embedded Systems 

This is safe, because the Java verifier does not allow storing an integer ... This means the 
actual initialization needed at run is very little most of it ... 

cygnus o x ip ig/compiiing 



Troubleshooting Installation and Startup Problems 
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Storing ping_up condition failed! Adding ping_up condition failed! Possible Cause: These 
error messages occurred during MIS initialization. ... 

docs.sun ,corrs/sourca''816~2001/TBL. startprobs.html - 39k - Gashed 
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